Main economically indicators of Transport
Transport of the Republic of Kazakhstan is the registered on its territory railway, motor (freight road, bus taxi), city electric (tram and trolley-bus), pipeline, river and air transport.
Transportation of goods (volume of transportation of goods) – refers to the quantity of cargo in tons carried by transport.
Transportation of passengers relates to the number of passengers carried within a certain period of time. This is considered by modes of transport and communication. Expressed in passenger - journey. 

Freight turnover is the volume of transport works on cargo shipment, expressed in ton/kilometers. It is defined as the sum of values produced by multiplying the weight of each cargo shipment (consignment) of the transported cargo be the length of its transportation.  
Passenger turnover is the volume of transport works on passenger transportation, expressed in passenger/kilometers, that moving of passenger to distance in 1 kilometer. It is defined as the sum of values produced by multiplying the number of passengers for each position of transportation by the distance of their transportation. 

Communication network length is a total length in kilometers of transport communication ways. It is determined as of reporting date by summing up length of separate network segments.
Communication network density is a communication  length in kilometers being on unit of  territory area (usually 1000 km2) of country or region.
Railway Transport
The volume of the transported loads on a railway transport is a sum of the brought in loads and taken out loads, transit transportation and transportations on a republic. 

Freight turnover of net characterizes transportation of loads on certain distance in wrapping or with the only internal packing without any packing. At determination of volumes of carrying passengers an account engulfs transportation of passengers, accomplished in the wagons of passenger park, motor-railroad car rolling stock, in diesel trains and automobile railway cars, in freight railroad cars, selected for carrying passengers on an on-the-road trackage the general use.

Transportation of passengers on a railway transport is a sum of the passengers sent, transit and arriving, and also transported in a suburban transportation.
It is a volume of the executed work by carrying passengers’ separation of road, railway and communication network in passenger-kilometer, calculated multiplying of amount carried passengers by distance of transportation, accepted to the account

Passenger turnover is a volume of the executed activity by carrying passengers’ separation of road, railway and communication network in passenger-kilometer, calculated multiplying of amount carried passengers by distance of transportation, accepted to the account. 

Operating length of railway is the length of main way, measured between the axes of separate points with the ground development (stations, departures, passing points), limiting this line. Operating length is determined for main ways only. In the contiguity places of nearby way distances (roads, separations of roads and other subdivisions) operating length is determined from (or to) the set scopes of these subdivisions.
Locomotive is a railway transport equipped a primary engine and engine or only by an engine and in-use for towage of railway transport only.
Automobile railway car is a motor railway transport constructed for transportation of passengers or loads.
In the park of freight railroad cars being in an order of railway take into account the freight railroad cars of available park, which are subdivided into: covered; semi-railroad car; cisterns; refrigerators; other railroad cars.
Passenger railroad car is a passenger railway transport except for an automobile railway car or towed railroad car of motor- railroad car train.
Luggage-van is a railway transport without an engine, entering in the complement of passenger or freight trains and in-use a train staff in the case of necessity, also use for transportation of luggage, freight places, bicycles et cetera.
Other land transport
Transportation of passengers by bus is calculated as a sum of all passengers, transported by bus in a city, suburban, intercity and international transportation regardless of the applied tariff, and also including passengers using a right for a free passage or documents of travel from the prepaid enterprises (by organizations).
Transportation of passengers by tram, trolleybuses are including the number of citizens having requiring payment passage and using a right for a free passage.

Transportation by motor freight transport includes the total volumes, executed trucks, pickups and vans on the undercarriage of passenger cars and trailers. The account of the transported loads is carried out on the moment of arrival. The volume of the transported loads is specified on actual weight of the transported loads taking into account weight of container, weight of containers for every journey (arrival).
Freight turnover of motor road transport is determined the increase of weight of the transported load (including a load, transported on trailers) for every journey on distance of journey with the subsequent adding up of works on all journeys.

The automobile rolling stock is divided into freight, passenger and special. Trucks, cars-tractors, trailers and semi trailers are belonging to the freight. Busses, passenger cars, passenger trailers and semi trailers are belonging to the passenger rolling stock, cars, trailers and semi trailers, intended for implementation of different, mainly untransport works are belonging to the special.
The length of highway is calculated from initial to the eventual settlement by adding up of lengths of separate areas, formative a road net.
The general purpose highways out-of-town roads which are the property of Republic of Kazakhstan and subdivided by value into the roads of international, republican, regional and district value, and also by technical categories and by the types of coverage.
Improved coverage (cement-concretely, bituminous concrete and type of bituminous concrete, from a macadam and hoggin, treated organic astringent materials), and also macadam, gravel and bridge coverage belongs to hard coverage of road. 

The extent of the unfolded tram (trolleybus) way (lines) in a single-gauge calculation includes the length of all being on balance of tram-car (trolleybus) economy of ways (lines) at the end of financial year: passenger, freight, depot, departures, knots, turning rings and other of ways.
River transport

Freight transportation by river transport measured the amount of the sent loads by the river transport enterprises of country in all types of direction by river and lacustrine vessels both own and leased from other shipowners.
Freight turnover is determined by multiplying of dispatch weight of load (ton) to distance of transportation, and then adding up of the got results at all dispatches.
All sent passengers, designed the proper travel documents, (requiring payment and favourable passenger tickets, documents of group transportations - military, excursion et cetera) are included in information about passenger transportation by river transport.
Passenger turnover of river transport is determined by every journey, coming from the amount of passengers and transportation distance of every passenger from the point of departure to the point of setting by multiplying of amount of the sent passengers to transportation distance of every passenger and adding up of the got results.

Internal water-ways is a natural or artificially created communications, marked by navigation signs or other method to use for navigation.
Internal water-ways length is measured by the axial line of the served ship motions (waterways), determined as a sum of river, lakes, ductings, transport ways, storage pool extents, by which vessel motions and raft towages are produced on.

Intended for freight transportation and transportation of passengers self-propelled and unself-propelled vessels behave to transport vessels. 
Ships with a power-plant (engine) and motion maker (paddle-wheel, screw-propeller, water-pump (device, expulsion the stream of water under constraint)) behave to self-propelled. They are subdivided into freight, tow, cargo-passenger and passenger vessels.
Unself-propelled barges, intended for towage or pushing and without the independent motive setting, behave to the unself-propelled cargo vessels, used for transportation of dry-cargo and tank freights.
Tractors, pushers, tugs, and tugs-pushers which are constructions adjusted for towage or pushing an unself-propelled vessels and rafts behave to the tow vessels.
Ships with passenger spaces and holds for freight transportation behave to the cargo-passenger. Vessels with permission to transportation of passengers from the organs of navigation supervision behaved to them.
Ships, intended for transportation of passengers, their luggage and also for rest and tourist trips on internal water-ways, behave to passenger vessels. 

Passenger capacity is the amount of passengers, which is provided the places, adjusted for lying and seat and necessary amount of rescue facilities in obedience to ship documents.
Air Transport
The amount of carried passengers by air transport is calculated as a sum of all passenger numbers transported in a period covered by airs of transport aviation.

Passenger turnover of air transport is determined as a sum of products of carried passenger numbers by every area of flight on the proper this area operating distance.
The amount of the transported loads by air transport is calculated as a sum of all load weights, mail and requiring payment luggage transported in a period covered by airs.

Freight turnover of air transport is determined as a sum of products of amount of loads ton and mail, transported by every area of flight on the proper this area operating distance.
Pipeline Transport
The volume of freight transportation by pipeline is dispensing of oil (oil-products, fluid), i.e. transportation of goods by pipeline. Primary sending of goods, accepted pipeline enterprises for delivery from the districts of production activity or from abroad to the point of consumption (trans-shipment bases, conversion enterprises, gas-distributing stations, loading depots in railroad cars-cisterns, carrier liquefied cargo ships, cars-cisterns etc.).  
Freight turnover of pipeline transport is a volume of work by moving oil, oil products and gas by main pipelines. It is determined as a sum of products of extents of dispensing of oil (oil products, fluid) in tons on the spacing interval of dispensing from the entrance catcher of head pump house to the entrance catcher of factory, loading depot, bulk plant, distribution grid etc.
Freight turnover of pipeline transport is the volume of work on moving of oil, oil-products and fluid on the main pipeline. It is determined as a sum of products of oil dispensing volume (oil-products, gas) in tons on distance of dispensing from the entrance collector of the head pumping station to the entrance collector of factory, liquid point, oil-base, gas-distributing system etc.
It is determined on all pipelines on the whole and individually on oil pipelines, product pipeline (on the types of oil-products) and gas pipelines. Pipeline includes: gas pipeline, gas-condenser- pipeline, oil pipeline, oil-products-pipeline, coal- pipeline
The main oil pipelines and oil-products-pipeline length is calculated as a sum of  the main cutoffs of pipelines length for dispensing of oil and oil-products, located on a territory of country; measured in the kilometers of single length.
The main gas pipelines length is determined as a sum of linear lengths of separate threads areas of gas pipelines, supplying with gas from the pumping station to the distributive and industrial enterprises of country. This information does not engulf the gas-distributing network length, supplying the gas to the domestic users. It is measured in kilometers of single length.
